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PREFACE 


This  report  is  prepared  under  guidance  contained  in  the  Recommended 
Guidelines  for  Safety  Inspection  of  Dams,  for  Phase  I  Investigations. 
Copies  of  these  guidelines  may  be  obtained  from  the  Department  of 
the  Army,  Office  of  Chief  of  Engineers,  Washington,  D.C.  20314. 

The  purpose  of  a  Phase  I  investigation  is  to  identify  expeditiously 
those  dams  which  may  pose  hazards  to  human  life  or  property.  The 
assessment  of  the  general  condition  of  the  dam  is  based  upon  visual 
observations  and  review  of  available  data.  Detailed  investigations 
and  analyses  involving  topographic  mapping,  subsurface  investigations, 
material  testing,  and  detailed  computational  evaluations  are  beyond 
the  scope  of  a  Phase  I  investigation;  however,  the  inspection  is 
intended  to  identify  any  need  for  such  studies  which  should  be  per¬ 
formed  by  the  owner. 

In  reviewing  this  report,  it  should  be  realized  that  the  reported 
condition  of  the  dam  is  based  on  observations  of  field  conditions  at 
the  time  of  inspection  along  with  data  available  to  the  inspection 
team.  In  cases  where  the  reservoir  was  lowered  or  drained  prior  to 
inspection,  such  action,  while  improving  the  stability  of  the  dam, 
removes  the  normal  load  on  the  structure  and  may  obscure  certain 
conditions  which  might  otherwise  be  detectable  if  inspected  under 
the  normal  operating  environment  of  the  structure. 

\ 

It  is  important  to  note  that  the  condition  of  the  dam  depends  on 
numerous  and  constantly  changing  internal  and  external  factors  which 
are  evolutionary  in  nature.  It  would  be  incorrect  to  assume  that 
the  present  condition  of  the  dam  will  continue  to  represent  the  condi¬ 
tion  of  the  dam  at  some  point  in  the  future.  Only  through  frequent 
inspections  can  unsafe  conditions  be  detected  and  only  through  continued 
care  and  maintenance  can  these  conditions  be  prevented  or  corrected. 

Phase  I  inspections  are  not  intended  to  provide  detailed  hydrologic 
and  hydraulic  analyses.  In  accordance  with  the  established  Guidelines, 
the  spillway  design  flood  is  based  on  the  estimated  "Probable  Maximum 
Flood”  for  the  region  (greatest  reasonably  possible  storm  runoff),  or 
fractions  thereof.  The  spillway  design  flood  provides  a  measure  of 
relative  spillway  capacity  and  serves  as  an  aid  in  determining  the  need 
for  more  detailed  hydrologic  and  hydraulic  studies,  considering  the  size 
of  the  dam,  its  general  condition  and  the  downstream  damage  potential. 

The  assessment  of  the  conditions  and  recommendations  was  made  by  the 
consulting  engineer  in  accordance  with  generally  and  currently  accepted 
engineering  principles  and  practices. 
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PHASE  I  REPORT 

NATIONAL  DAM  INSPECTION  PROGRAM 


NAME  OF  DAM:  PA-RC&D-105  Dam 
STATE  LOCATED:  Pennsylvania 
COUNTY  LOCATED:  Susquehanna 

STREAM:  Thomas  Creek,  a  secondary  tributary  of  the  Susquehanna  River 

SIZE  CLASSIFICATION:  Small 

HAZARD  CLASSIFICATION:  High 

OWNER:  Susquehanna  County  Commissioners 

DATE  OF  INSPECTION:  November  13,  1980  and  February  5,  1981 

ASSESSMENT:  Based  on  the  evaluation  of  the  existing  conditions, 
the  condition  of  PA-RC&D-105  Dam  is  considered  to  be  good. 

The  flood  discharge  capacity  was  evaluated  according  to  the  recommended 
criteria  and  was  found  to  pass  full  PMF  without  overtopping  the  embank¬ 
ment.  Therefore,  the  spillway  capacity  is  rated  to  be  adequate. 

The  following  recommendations  should  be  implemented  on  a  continuing 
basis • 

1.  Around-the-clock  surveillance  should  be 
provided  during  unusually  heavy  runoff  and  a 
formal  warning  system  should  be  developed  to 
alert  the  downstream  residents  in  the  event 
of  emergencies. 

2.  The  dam  and  appurtenant  structures  should 
continue  to  be  inspected  regularly  and 
necessary  maintenance  performed. 


li 


Assessment  -  PA-KC&D-105  Dam 


’  '-Hu . 


//c;  ;>■•■  v  '"v" 

f/H  \  ■■  "■■ 


La,-. 


SV-'„\  >, 

Si! 


I  . 


'VSM  icwY  4£#r// 

ViV^YL^:>' 


l^WV»A\v"'X'" 


/'/ 

// 


I.3Wr<MlCC* 
V  i  P \  »• 


4  /V 


— » -*-■  /k''.  /  tLff'L&t 

D .  Anrlersi  n  ,  P  .E . 


;  i > t » ■ nt 


_ June  _1_^ 

OatV  ’ 


Approved  by : 


‘Colonel,  Corps  of  Engineer 
I  Commander  and  District  Eug 


I  '  f  j  «a  ^  i  i  i 


TABLE  OF  CONTENTS 


PAGE 

SECTION  1  -  PROJECT  INFORMATION  1 

1 . 1  General  1 

1.2  Description  of  Project  1 

1.3  Pertinent  Data  2 

SECTION  2  -  DESIGN  DATA  4 

2.1  Design  4 

2.2  Construction  5 

2 . 3  Operat ion  5 

2.4  Other  Investigations  5 

2.5  Evaluation  5 

SECTION  3  -  VISUAL  INSPECTION  7 

3.1  Findings  7 

3.2  Evaluation  7 

SECTION  4  -  OPERATIONAL  FEATURES  8 

4.1  Procedure  8 

4.2  Maintenance  of  the  Dam  8 

4.3  Maintenance  of  Operating  Facilities  8 

4.4  Warning  System  8 

4.5  Evaluation  8 

SECTION  5  -  HYDRAULICS  AND  HYDROLOGY  9 

5.1  Evaluation  of  Features  9 

SECTION  6  -  STRUCTURAL  STABILITY  10 

6.1  Evaluation  of  Structural  Stability  10 

SECTION  7  -  ASSESSMENT  AND  RECOMMENDATIONS/ 

PROPOSED  REMEDIAL  MEASURES  11 

7.1  Dam  Assessment  11 

7.2  Recommendations/Remedial  Measures  11 


v 


TABLE  OF  CONTENTS 
( Coat inued ) 


APPENDIX  A  -  CHECKLIST,  VISUAL  INSPECTION,  PHASE  I 
APPENDIX  B  -  CHECKLIST,  ENGINEERING  DATA,  DESIGN,  CONSTRUCTION, 
OPERATION,  AND  HYDROLOGIC  AND  HYDRAULIC,  PHASE  I 
APPENDIX  C  -  PHOTOGRAPHS 

APPENDIX  D  -  HYDROLOGY  AND  HYDRAULICS  ANALYSES 

APPENDIX  E  -  PLATES 

APPENDIX  F  -  REGIONAL  GEOLOGY 


f- 

i 


r 


vi 


PHASE  I  REPORT 

NATIONAL  DAM  INSPECTION  PROGRAM 
PA-RC&D-105  DAM 
NDI  I.D.  PA-0979 
DER  I.D,  058-138 


SECTION  1 

PROJECT  INFORMATION 


1.1  General 


a.  Authority.  The  inspection  was  performed  pursuant  to  the 
authority  granted  by  The  National  Dam  Inspection  Act,  Public  Law  92-367, 
to  the  Secretary  of  the  Army,  through  the  Corps  of  Engineers,  to  conduct 
inspections  of  dams  throughout  the  United  States. 

b.  Purpose.  The  purpose  of  this  inspection  is  to  determine  if 
the  dam  constitutes  a  hazard  to  human  life  or  property. 

1.2  Description  of  Project 

a.  Dam  and  Appurtenances.  PA-RC&D-305  Dam  is  a  part  of  the 
Springville  Flood  Prevention  Project.  The  dam  consists  of  an  earth 
embankment  approximately  200  feet  long  with  a  maximum  height  of  24  feet 
from  the  downstream  toe  and  a  crest  width  of  12  feet.  Both  the  upstream 
and  downstream  slopes  of  the  dam  are  covered  with  grass  and  have  slopes 
of  3H:1V  with  a  12-foot  berm  on  the  upstream  slope  near  normal  pool 
level. 

The  flood  discharge  facilities  of  the  dam  consist  of  a  drop  inlet  pri¬ 
mary  spillway  located  near  the  center  of  the  embankment  and  an  emergency 
spillway  located  on  the  right  abutment.  The  primary  spillway  is  a  drop 
inlet  structure  consisting  of  a  two-stage  reinforced  concrete  riser  and 
a  30-inch-diameter  reinforced  concrete  conduit,  terminating  at  a  rein¬ 
forced  concrete  impact  basin  energy  dissipating  structure  at  the  down¬ 
stream  toe  of  the  dam.  The  outlet  pipe  is  supported  on  a  concrete 
cradle  equipped  with  five  antiseepage  collars  spaced  at  20-foot  inter¬ 
vals  along  the  upstream  two-thirds  of  the  pipe.  The  emergency  spillway 
is  a  grass-lined  trapezoidal  channel  with  a  base  width  of  60  feet.  A 
30-foot-wide  level  section  extending  across  the  emergency  spillway 
channel  constitutes  the  overflow  section. 

b.  Location.  PA-RC&D-105  Dam  is  located  across  Thomas  Creek 
approximately  one-quarter  mile  upstream  from  Springville,  in  Springville 
Township,  Susquehanna  County,  Pennsylvania  (N41#  42.1',  W75#  55.5'). 
Plate  1  illustrates  the  location  of  the  dam. 

c.  Size  Classification.  Small  (based  on  24- foot  height  and  342 
acre-feet  maximum  storage  capacity). 
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d.  Hazard  Classification,  The  dam  is  classified  to  be  in  the 
high  hazard  category.  Below  the  dam,  Thomas  Creek  flows  under  a  high¬ 
way  (LR57012)  approximately  1,000  feet  downstream  from  the  dam  and 
shortly  thereafter  flows  through  the  urban  residential  area  of  Spring- 
ville.  It  is  estimated  that  failure  of  the  dam  under  maximum  pool  level 
would  cause  loss  of  more  than  a  few  lives  and  property  damage  in  the 
downstream  residential  areas* 


e*  Ownership*  Susquehanna  County  Commissioners  (address:  Mr. 

James  Adams,  Chairman,  Susquehanna  County  Commissioners,  Court  House, 
Montrose ,  Pennsylvania  18801 ) . 

f.  Purpose  of  Dam*  Flood  control. 

g.  Design  and  Construction  History*  The  dam  was  designed  by 
the  U.S.  Department  of  Agriculture,  Soil  Conservation  Service,  during 
1974.  Construction  of  the  dam  was  completed  in  1978. 

h.  Normal  Operating  Procedure.  The  reservoir  is  normally  main¬ 
tained  at  Elevation  1254.9,  the  crest  level  of  a  two-foot-high  and 
one-foot-wide  orifice  on  the  upstream  face  of  the  drop  inlet  structure. 
The  crest  level  of  the  primary  spillway  is  at  Elevation  1260.6.  The 
crest  of  the  emergency  spillway  is  at  Elevation  1260.8.  Depending  on  the 
rate  of  inflow,  the  flood  would  be  discharged  through  the  orifice  in 
combination  with  the  primary  and  emergency  spillways. 

1.3  Pertinent  Data 


a.  Drainage  Area 

b.  Discharge  at  Dam  Site  (cfs) 

Maximum  known  flood  at  dam  site 
Outlet  conduit  at  maximum  pool 
Gated  spillway  capacity  at  maximum  pool 
Ungated  spillway  capacity  at  maximum  pool 
Total  spillway  capacity  at  maximum  pool 

c.  Elevation  (USGS  Datum)  (feet) 


Top  of  dam 

Maximum  pool 
Normal  pool 

Upstream  invert  outlet  works 
Downstream  invert  outlet  works 
Streambed  at  center  line  of  dam 
Maximum  tailwater 


0.6  square  mile 


Unknown 

118 

Not  applicable 

3580 

3580 


1267.2  (as  measured) 

1266.8  (as  designed) 
1266.8 

1254.9 
1249.1 

1242.9 
12431 
Unknown 


d.  Reservoir  Length  (feet) 


Normal  pool  level 
Maximum  pool  level 


14001 

15001 


e.  Storage  (acre-feet) 

Normal  pool  level 
Maximum  pool  level 

f *  Reservoir  Surface  (acres) 

Normal  pool  level 
Maximum  pool  level 

g.  Dam 

Type 
Length 
Height 
Top  width 
Side  8 lopes 

Zoning 

Impervious  core 
Cutoff 

Grout  curtain 

h.  Regulating  Outlet 
Type 

Length 

Closure 


Access 

Regulating  facilities 


Spillway 

Type 

Width 

Crest  elevation 
Gates 

Upstream  channel 
Downstream  channel 


Primary:  (D 

Drop  inlet 

15  feet 
1260.6 
None 
Lake 

30-inch  outlet 
reinforced  concrete 
conduit 


50  (estimated) 
342 


161 

301 


Earth 
200  feet 
24  feet 
12  feet 

Downstream:  3H:  IV 

Upstream:  3H:1V 

No 

No 

Yes 

No 


18-inch  reinforced 
concrete  pipe 
20  feet  to  drop 
inlet 

Sluice  gate  at  drop 
inlet  structure 
Drop  inlet  struc¬ 
ture 

Sluice  gate 

Emergency: 

Trapezoidal 
earth  channel 
60  feet 
1260.8 
None 

Trapezoidal 
earth  channel 
Trapezoidal 
earth  channel 


TT 


Normal  pool  is  maintained  at  the  crest  level  of  a  two-foot-wide  and 
one-foot-high  orifice  on  the  drop  inlet  at  Elevation  1254.9. 
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SECTION  2 
DESIGN  DATA 


2  *  1  Design 

a*  Data  Available .  The  available  information  was  provided  by 
the  Pennsylvania  Department  of  Environmental  Resources  (PennDER) ,  and 
includes  design  drawings,  reports,  and  correspondence. 

(1)  Hydrology  and  Hydraulics.  The  available  information 
consists  of  principal,  freeboard,  and  emergency  spillway  inflow 
hydrographs  and  the  results  of  associated  flood  routings. 

(2)  Embankment .  The  available  information  consists  of  design 
drawings,  geology  and  soils  reports,  laboratory  soils  test  results,  and 
the  results  of  slope  stability  and  seepage  analyses. 

(3)  Appurtenant  Structures.  The  available  information 
includes  design  drawings, 

b.  Design  Features 

(1)  Embankment .  Plates  2  and  3  illustrate  the  plan  of  the 
embankment  and  the  appurtenant  structures.  As  shown  in  Plate  4,  the  dam 
consists  of  a  homogeneous  earth  embankment  with  a  trench  drain  located 
beneath  the  downstream  slope. 

The  dam  was  designed  to  have  a  3:1  (horizontal  to  vertical)  slope 
downstream  and  upstream.  A  12-foot-wide  berm  on  the  upstream  slope  is 
located  at  approximately  the  midheight  of  the  dam. 

The  subsurface  investigation  conducted  for  the  dam  consisted  of  numerous 
borings  and  test  pits.  The  locations  of  these  borings  are  shown  in  Plate 
3.  Plate  5  shows  the  typical  subsurface  profile.  The  typical  subsurface 
profile  consists  of  20  feet  of  medium  stiff  to  hard  sandy  clayey  silts  on 
the  valley  sides  and  about  15  feet  of  loose  to  dense  sand  and  gravel  and 
clayey  sands  in  the  valley  bottom.  The  rock  beneath  the  site  includes 
siltstone  and  sandstones.  In  the  valley  bottom,  sandstone  was  encountered 
to  a  depth  of  approximately  15  feet.  It  is  reported  that  the  permea¬ 
bility  of  the  sandy  clayey  silt  was  found  to  be  low,  ranging  from  0.1 
to  0,9  foot  per  day  (4  x  10~^  cm/ sec  to  3  x  10"^  cm/sec).  These 
permeabilities  were  measured  at  depths  ranging  from  4  to  22  feet. 

Details  of  the  downstream  slope  trench  drain  are  included  in  Plate  6. 

(2)  Appurtenant  Structures .  The  appurtenant  structures  of  the  dam 
consist  of  a  drop  inlet  primary  spillway  and  an  emergency  spillway.  The 
primary  spillway  structures  include  a  two-stage  reinforced  concrete  riser 
and  a  30- inch-diameter  reinforced  concrete  conduit  through  the  embankment 
terminating  at  a  reinforced  concrete  impact  basin  at  the  downstream  toe 
of  the  dam  (Plates  7,  8,  and  9).  An  18-inch  reinforced  concrete  pipe 
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from  the  upstream  toe  of  the  dam,  discharging  into  the  drop  inlet 
structure,  constitutes  the  reservoir  outlet  facilities.  Flow  through  the 
reservoir  outlet  pipe  is  controlled  by  a  sluice  gate  located  in  the  drop 
inlet  structure.  The  outlet  conduit  is  supported  on  a  continuous  concrete 
cradle  with  five  reinforced  concrete  cutoff  collars. 

The  emergency  spillway  is  a  trapezoidal  earth  channel  excavated  into  the 
right  abutment  (Plate  2).  The  bottom  width  of  the  trapezoidal  channel  is 
60  feet  with  side  slopes  of  3H:1V.  A  30-foot-wide  level  section  located 
at  Elevation  1206.8  constitutes  the  control  section  of  the  spillway. 

c.  Design  Data 

(1)  Hydrology  and  Hydraulics.  Available  information  indicates 
that  the  emergency  spillway  was  designed  to  pass  a  freeboard  hydrograph 
with  a  peak  of  4647  cfs,  corresponding  to  24.3  inches  of  precipitation 
in  six  hours  without  overtopping  the  embankment.  This  hydrograph  was 
routed  through  the  reservoir  starting  at  normal  pool  (Elevation  1254.9), 
producing  a  maximum  pool  level  at  Elevation  1266.8  with  a  peak  emergency 
spillway  outflow  of  2719  cfs.  The  top  of  the  dam  was  established  at 
Elevation  1266.8. 

(2)  Embankment .  Available  information  indicates  that  the  design 

of  the  embankment  was  based  on  the  evaluation  of  site  geology,  subsurface 
conditions,  and  laboratory  index  and  strength  tests. 

(3)  Appurtenant  Structures .  The  available  information  indicates 
that  the  appurtenant  structures  were  standard  Soil  Conservation  Service 
(SCS)  designs. 

2.2  Construction.  As-built  drawings  and  construction  progress  reports 
were  available  for  review.  To  the  extent  that  can  be  determined,  the 
construction  of  the  dam  was  in  conformance  with  SCS  specifications.  No 
unusual  construction  difficulties  were  reported.  The  dam  was  constructed 
under  the  supervision  of  an  SCS  field  representative.  It  is  reported  that 
the  earthwork  was  monitored  by  field  density  tests.  However,  the  results 
were  not  available  for  review. 

Available  information  indicates  no  postconstruction  changes. 

2.3  Operation.  No  records  of  operation  are  kept. 

2.4  Other  Investigations.  None  reported. 

2.5  Evaluation 

a.  Availability .  Available  information  was  obtained  from  PennDER. 

b .  Adequacy 

(1)  Hydrology  and  Hydraulics.  The  available  information  is  con¬ 
sidered  to  be  adequate  to  assess  the  conformity  of  the  design  to  the 
current  spillway  design  criteria. 


(2)  Embankment .  Review  of  the  geotechnical  aspects  of  the  design 
indicates  that  the  design  generally  followed  currently  accepted  prac¬ 
tice  for  subsurface  investigation,  laboratory  testing,  analysis,  and 
construction • 

(3)  Appurtenant  Structures .  Review  of  the  design  drawings  indicates 
that  the  appurtenant  structures  were  designed  and  constructed  in  conform¬ 
ance  with  currently  accepted  engineering  practices. 


SECTION  3 
VISUAL  INSPECTION 


3.1  Findings 


a.  reneral »  Toe  onsite  inspection  of  PA-RC&D-1Q5  Dan  consisted 

of : 

1.  Visual  inspection  of  the  embankment >  abutment e , 
and  embankment  toe. 

2.  Visuai.  examination  of  the  emergency  spillway 
and  visible  portions  of  the  primary  spillway. 

3.  Evaluation  of  downstream  area  hazard  potential. 

Th:  specific  observations  are  illustrated  in  Plate  10. 

b.  Embankment ,  The  general  inspection  of  the  embankment  consisted 
of  searching  for  indications  of  structural  distress)  auch  as  cracks, 
subsidence,  bulging,  wet  areas,  seeps  and  boils,  and  observing  general 
maintenance  conditions,  vegetative  cover,  erosion,  and  other  surficiai 
features . 

In  general,  the  condition  of  the  dam  i >  considered  to  be  good.  No 
seepage  or  other  uigns  of  distress  were  observed  during  inspection.  Some 
minor  erosion  scarf  were  found  on  the  upstream  and  downstream  faces  of 
the  dsm. 

The  top  of  the  dam  was  surveyed  relative  to  the  emergency  spillway  crest 
elevation  and  was  found  to  be  within  0.2  foot  of  the  design  elevation 
with  camber.  Plate  !!  shows  the  dam  crest  profile. 

*c%  Appui tenant  Structures.  The  appurtenant  struc cures  wore 
examined  for  deterioration  or  other  signs  of  distress  and  obstructions 
Ci*at  would  limit  flow.  The  ^truc  nires  were  found  to  be  in  good  condi¬ 
tion.  No  deficiencies  were  noted  at  this  time. 

d.  Reservoir  Area.  A  aap  review  indicaces  that  the  watershed  is 
predominantly  covered  with  woodlands.  A  review  of  the  regional  geology 
is  included  m  Appendix  F. 

e.  Downstream  Channel.  Downstream  from  the  dam,  Thomas  Creek 
flows  approximately  2,000  feet  southeast  where  it  passes  through  residen¬ 
tial  areas  of  Soringville.  Further  description  of  downstream  conditions 
i9  included  in  Section  1.2  d. 

3.2  Evaluat ion .  The  dam  was  found  to  be  in  good  condition  and  adequately 
monitored . 


SECTION  4 

OPERATIONAL  FEATURES 


4.1  Procedure.  The  reservoir  is  normally  maintained  at  the  primary 
spillway  orifice  level  with  excess  inflow  discharging  through  the 
orifice.  The  reservoir  outlet  pipe  can  be  used  to  draw  down  the  permanent 
pool  when  required.  The  reservoir  outlet  pipe  gate  is  normally  closed. 

4.2  Maintenance  of  the  Dam.  The  maintenance  of  the  dam  is  considered 
to  be  good.  The  downstream  and  upstream  faces  of  the  dam  are 
covered  with  grass  and  appear  to  be  annually  mowed. 

4.3  Maintenance  of  Operating  Facilities.  The  only  operational  feature 
of  the  dam  is  the  reservoir  outlet  pipe  sluice  gate  operated  by  a  hoist 
located  on  the  primary  spillway  drop  inlet  structure.  Since  the  top  of 
the  drop  inlet  structure  was  not  accessible,  this  facility  could  not  be 
closely  examined. 

4.4  Warning  System.  No  formal  warning  system  exists  for  the  dam. 
Telephone  communication  facilities  are  available  via  residences  at  the 
dam  site. 

4.5  Evaluation.  The  maintenance  condition  of  the  dam  is  considered 
to  be  good. 
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SECTION  5 

HYDRAULICS  AND  HYDROLOGY 


5.1  Evaluation  of  Features 


a.  Design  Data*  PA-RC&D-105  Dam  has  a  watershed  of  0.6  square 
mile  and  impounds  a  reservoir  with  a  surface  area  of  16  acres  at  normal 
pool  level.  The  emergency  spillway  of  the  dam  is  located  on  the  right 
abutment.  The  capacity  of  the  emergency  spillway  is  calculated  to  be 
3580  cfs  with  no  freeboard. 

b.  Experience  Data.  As  previously  stated,  PA-RC&D-105  Dam  is 
classified  as  a  small  dam  in  the  high  hazard  catetory.  Under  the 
recommended  criteria  for  evaluating  emergency  spillway  discharge  capacity 
such  impoundments  are  required  to  pass  one-half  to  full  Probable  Maximum 
Flood  (PMF).  In  view  of  the  high  downstream  drainage  potential,  full  PMF 
was  selected  as  the  spillway  design  flood. 

The  PMF  inflow  hydrograph  for  the  reservoir  was  determined  using  the 
Dam  Safety  Version  of  the  HEC-1  computer  program  developed  by  the  Hydro- 
logic  Engineering  Center  of  the  U.S.  Army,  Corps  of  Engineers.  The  data 
used  for  the  computer  input  are  presented  in  Appendix  D.  The  PMF  inflow 
hydrograph  was  found  to  have  a  peak  flow  of  1590  cfs.  The  computer 
outputs  are  included  in  Appendix  D. 

c.  Visual  Observations.  On  the  dates  of  inspection,  no  conditions 
were  observed  that  would  indicate  that  the  emergency  spillway  capacity 
would  be  significantly  reduced  in  the  event  of  a  flood. 

d.  Overtopping  Potential.  PMF  inflow  hydrograph  was  routed 
through  the  reservoir  and  it  was  found  that  the  dam  can  pass  100  percent 
PMF  without  overtopping. 

e.  Spillway  Adequacy.  The  spillway  can  pass  the  recommended 
spillway  design  flood  of  full  PMF  without  overtopping  the  embankment; 
therefore,  the  spillway  capacity  is  classified  to  be  adequate  according 
to  the  recommended  criteria. 


SECTION  6 

STRUCTURAL  STABILITY 


6.1  Evaluation  of  Structural  Stability 

a.  Visual  Observations 

(1)  Embankment .  As  discussed  in  Section  3,  the  field  observations 
did  not  reveal  any  signs  of  distress  that  would  significantly  affect  the 
stability  of  the  embankment  at  this  time.  However,  it  should  be  under* 
stood  that  since  the  dam  is  a  flood  control  facility  and  was  at  normal 
(low  level)  pool  at  the  time  of  inspection,  it  was  not  under  maximum 
loading  conditions.  Maximum  loading  occurs  only  during  the  passage  of 
major  floods. 

(2)  Appurtenant  Structures.  Performance  of  the  appurtenant 
structures  is  considered  to  be  satisfactory. 

b.  Design  and  Construction  Data 

(1)  Embankment .  Available  information  indicates  that  the  stability 
of  the  embankment  was  analyzed  for  steady  seepage  and  rapid  drawdown 
conditions  using  the  modified  Swedish  circle  and  sliding  block  slope 
stability  analysis  procedures.  The  minimum  factor  of  safety  was  reported 
to  be  2.1  for  the  steady-state  seepage  stability  of  the  downstream  slope 
and  1.4  for  the  rapid  drawdown  condition  of  the  upstream  slope.  Strength 
parameters  for  the  core  material  were  obtained  from  consol idated-undrained 
triaxial  shear  tests  with  pore  pressure  measurements.  Assumed  strength 
parameter  values  were  used  for  the  shell  materials.  Construction 
progress  reports  indicate  that  the  dam  was  constructed  under  the  super¬ 
vision  of  an  SCS  field  representative,  and  the  earthwork  was  monitored 

by  field  density  tests. 

(2)  Appurtenant  Structures.  Review  of  the  design  drawings  indi¬ 
cates  that  there  are  no  apparent  structural  deficiencies  that  would 
significantly  affect  the  performance  of  the  appurtenant  structures. 

c.  Operating  Records.  There  are  no  operating  records  kept  for 
the  dam. 

d.  Postconstruction  Changes.  None  reported. 

e.  Seismic  Stability.  The  dam  is  located  in  Seismic  Zone  1, 
and  based  on  visual  observations,  the  static  stability  of  the  dam  is 
considered  to  be  adequate.  Therefore,  based  on  the  recommended  criteria 
for  evaluation  of  seismic  stability  of  dams,  the  structure  is  presumed 
to  present  no  hazard  from  earthquakes. 


SECTION  7 

ASSESSMENT  AND  RECOMMENDATIONS /PROPOSED  REMEDIAL  MEASURES 


7.1  Dam  Assessment 


a.  Assessment .  The  visual  observations  indicate  that  PA-RC&D-105 
Dam  is  in  good  condition*  No  conditions  were  observed  that  would 
significantly  affect  the  overall  performance  of  the  structure  at  this 
time*  However,  as  previously  noted,  the  dam  was  not  inspected  under  its 
maximum  loading  condition,  which  would  occur  when  the  reservoir  is 
filled  during  major  storms. 

The  spillway  can  pass  the  required  spillway  design  flood  and  is,  therefore, 
classified  to  be  adequate  according  to  the  recommended  criteria* 

b.  Adequacy  of  Information*  Available  information,  in  conjunction 
with  the  visual  observations,  is  considered  to  be  sufficient  to  make 

a  Phase  I  evaluation. 

c .  Urgency.  The  following  recommendations  should  be  implemented 
on  a  continuing  basis. 

d.  Necessity  for  Additional  Investigation*  No  additional  investi¬ 
gation  is  considered  to  be  required  at  this  time. 

7.2  Recommendations/Remedial  Measures.  It  is  recommended  that: 

1.  Around-the-clock  surveillance  should  be  provided 
during  unusually  heavy  runoff  and  a  formal  warning 
system  should  be  developed  to  alert  the  downstream 
residents  in  the  event  of  emergencies. 

2.  The  dam  and  appurtenant  structures  should 
continue  to  be  inspected  regularly  and 
necessary  maintenance  performed. 
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APPENDIX  B 

CHECKLIST 
ENGINEERING  DATA 
DESIGN,  CONSTRUCTION,  OPERATION 
AND  HYDROLOGIC  AND  HYDRAULIC 
PHASE  I 


CHECKLIST 
ENGINEERING  DATA 
DESIGN,  CONSTRUCTION,  OPERATION 
PHASE  I 


MATERIALS  INVESTIGATIONS  Available  in  Commonwealth  of  Pennsylvania  files 

BORING  RECORDS 

LABORATORY 

FIELD 


CHECKLIST 
ENGINEERING  DATA 
HYDROLOGIC  AND  HYDRAULIC 

DRAINAGE  AREA  CHARACTERISTICS :  0.6  square  mile  (wnnHIandnl 

ELEVATION,  TOP  OF  NORMAL  POOL  AND  STORAGE  CAPACITY:  12SA.Q  fsn  arrg-f»»«Q 

ELEVATION,  TOP  OF  FLOOD  CONTROL  POOL  AND  STORAGE  CAPACITY:  1266.8  (342  acre-feet) 

ELEVATION,  MAXIMUM  DESIGN  POOL:  1266.8 _ 

ELEVATION,  TOP  OF  DAM:  1266.8 _ 

SPILLWAY :  (Emergency) 

a.  Elevation  1260.8 _ 

b .  Type _ Open  channel 

c.  Width  60  feet  (base  width) _ 

d .  Leng  th  N/A _ 

e.  Location  Spillover  Adjacent  to  spillway _ 

f.  Number  and  Type  of  Gates  None 
OUTLET  WORKS: 

a .  Type  18-inch  reservoir  drainpipe _ 

b .  Location  Discharges  into  primary  spillway  riser _ 

c .  Entrance  Inverts _ 1245.1 _ 

d.  Exit  Inverts _ 1245.1 _ 

e.  Emergency  Drawdown  Facilities  18-inch  reservoir  drainpipe _ 

HYDROMETEOROLOGICAL  GAGES: 


a.  Type  None 


b. 

Location 

None 

c. 

Records _ 

None 

MAXIMUM  NONDAMAGING  DISCHARGE:  3600  cfs  (capacity  of  emergency  spillway) 
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APPENDIX  C 
PHOTOGRAPHS 


LIST  OF  PHOTOGRAPHS 
PA-RC&D-105  DAM 
NDI  I.D.  NO.  PA-0979 
NOVEMBER  13,  1980 


PHOTOGRAPH  NO. 


DESCRIPTION 


Crest  (looking  southeast). 

Primary  discharge  channel  (looking 
downstream) . 

Emergency  spillway  channel. 

Primary  intake  structure. 

Primary  outlet  structure. 


7  &  8 


Normal  pool  orifice. 

Houses  along  Thomas  Creek  (approxi¬ 
mately  0.2  mile  downstream  from  dam). 


PHOTOGRAPH  NO  3  PHOTOGRAPH  NO 


PHOTOGRAPH  NO  7  PHOTOGRAPH  NO 


APPENDIX  D 


HYDROLOGY  AND  HYDRAULICS  ANALYSES 


HYDROLOGY  AND  HYDRAULIC  ANALYSIS 
DATA  BASE 


NAME  OR  DAM:  PA-RC&D-105  Dan _ 

PROBABLE  MAXIMUM  PRECIPITATION  (PMP)  -  22.2  INCHES/24  HOURS<D 


STATION 

l 

Station  Description 

Thomas  Creek 

Drainage  Area  (square  miles) 

0.61 

CuiMlative  Drainage  Area 

0.61 

Adjustment  of  PMF  for 

Drainage  Area  (X)(^ 

94Z 

6  Hours 

117 

12  Hours 

127 

24  Hours 

136 

48  Hours 

142 

72  Hours 

145 

Snyder  Hydrograph  Parameter* 

Zone(2) 

Cp/Ct<3) 

L  (tail€s)(4) 

Lca  (miles)  ^ 

tp  -  Ct(L*Lca)0-3  (hours) 


Spillway  Data 

Creat  Length  (ft) 
Freeboard  (ft) 
Discharge  Coefficient 
Exponent 


(1 > Hydrometeorological  Report  40.  U.S.  Weather  Bureau.  1965. 

(^Hydrological  *one  defined  by  Corps  of  Engineers,  Baltimore  District,  for  determining  Snyder's 
Coefficients  (Cp  and  Ct). 

(3)snyder's  Coefficients. 

L  ■  Length  of  longest  water  course  from  outlet  to  basin  divide. 

^ca  *  Length  of  water  course  from  outlet  to  point  opposite  the  centroid  of  drainage  area. 
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construction  NOTES 


1  Con*i< kjcttd  $iop«t  or«  2  90  i  up»tr*om  owj  Oowraucom 

2  For  C0*»trucl*d  1(11  tl*rOtion«  m  »M  6 


A S  BUILT  PLANS 

SPRINGVILLE  FLOOD  PREVENTION  PROJECT 

FlOOT^ATER  RETARDING  DAM  PA-RCftL-i05 
SUSQUEHANNA  COUNTY,  PENNSYLVANIA 

FILL  PLACEMENT 

1  S.  IIKI’AKTMKNT  OF  AGRICULTURE 
SOIL  CONSERVATION  SERVICE 

ti  . :  -  > 

S  •  r->3 


*  PA-Rcap-ios-p| 

PLATE  4 


DtUnHMXWLV 
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SPRINGVILLE  FLOOO  PREVENTION  PROJECT 


FLOoowrtu  mrmtotm  om  hmc oo-ios 

f'itQUCMAMflA  COUNTY,  Pf NMtYlVAJMA 

CUTOfP  TRENCH 


PLATE  5 
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1  Dorn  | 


l  Oo*  Sto  2  +  40 
l  Pr_5»  SlO  •♦00 


L  ci  i26 «  • 


_^bLAN_VJbEJJ_ 

K>  9  t  0 


SCALE  ./>  FEET 


W7IS  PAG7  I"  nt  i  T  ■'} 
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CONSTRUCTION  NOTES 

1  Outltl  and  of  30* pip*  and  inlat  and  of  10"  pip* 
fo  ba  timthad  to  I  not  no  matal  it  aipotad 

2  Pip*  layout  data  to  b*  furmshad  by  »h*  Cnginaar 

3  Riprap  Padding  tnoll  m**t  grodotion  lunift  *o»  fir* 
dram  fill.  tni  • 

4.  For  log*  of  »•»*  f*el*t  >h  *ht*  t7  •  2* 

5  For  •■cavotion  data < It  •••  tbt  _10  . 


tt*  I  0  Rain  tor  cad  Concrat*  Prattur*  Pip* 

I  Cylinder  Typ*.  Sp*C  541  (AWWA 
\t-300  Of  C  -  30 1 ) 

R)'  -  Straight  Section* 

|  .  B«H  a  Ftong*  Wall  Fitting  (for  O’aofD 
tO *  -  Total 


30*10  R*lnforc*d  Concrat*  Pratt ur*  Pip* 
siaal  Cylindar  Typa,  Spat  541  (AWWA 
C  -  300  or  C-301) 

lOi’  -  Straight  Sactiont 

1  -  Spigot  Ring  Well  Fitting  (far  10* well) 

(00  S3*  -  Total 


AS  BUILT  FUNS 


SPRINGVILLE  FLOOO  PREVENTION  PROJECT 

FLOOOWKTCR  RCTARORfO  DRM  PA -WC  00-105 
SUSQUEHANNA  COUNTY,  PENNSYLVANIA 

PRINCIPAL  SPILLWAY 

U.  S.  DEPARTMENT  OF  AGRICULTURE 
SOIL  CONSERVATION  SERVICE 
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PLATE  7 
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-n*MTV  fBACIICABLi 

iKlSPAGElSJjV:I^-mk«* 

•'KuM  copy  10DD 


CO..  POM..  PA  LTI930-107* 


•or tom  o t  Pr  )■  Etcoroi 


20  -  WoO  Aiprop  Softtion 


Ou*  lot  Chonn*.  To  bo  »riopod 
to  blond  with  Emting  Chonnoi 
from  Approi  $TA  8*97  to 
10+40,  oi  diroctod  by  tho  Engr 


ALONG!  HR  INC  I  PAL  SPILLWAY 


Stripping  Lin* 


Spoil  \ 
(At  dtroetad  by 
tho  Enginoor) 


(tripping  L(n#  | 


PRINCIPAL  SPILLWAY 


•  -L 


OUTLET  CHANNEL 

20 -Am*  Aiprop  Swcti on 


PRINCIPAL  SPILLWAY  SE 

At  Oi  roc  tog  by  tM  tnglnoor 


STATION 

S  S 

74  28  to  7450 

t  l 

7450to  7470 

Trortbttion 

7470 to  84  30 

2  1 

8  +  30»o  84  50 

Tron»ttton 

8450fo  8484 

l  l 

AS  BUILT  PUNS 


SPRINGVILIE  FLOOD  PREVENTION  PROJECT 

f  LOOD1NATER  RE  TARO  I NG  DAM  PA-RC*D-I05 
SUSOUEHANN  A  COUNTY,  PENNSYLVANIA 

SPILLWAY  EXCAVATION 

U  S  DEPARTMENT  OF  AGRICULTURE 
SOIL  CONSERVATION  SERVICE 

(U  I  ■ 

f  A  o.1  *  < 


d:\fi*olonia 


»  PA-RCaO-IOS-P 


PLATE  9 


D*APFOLONIA 


FIELD  INSPECTION  NOTES 
FIELD  INSPECTION  DATE  ^NOV.  13,1980 

D*APPOU>NlA 
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APPENDIX  F 


REGIONAL  GEOLOGY 


REGIONAL  GEOLOGY 
PA-RC&D-105  DAM 

The  PA-RC&D-105  Dam  is  located  in  the  glaciated  low  plateaus  section  of 
the  Appalachian  Plateau  physiographic  province ,  characterized  as  a  mature 
glaciated  plateau  of  moderate  relief* 

The  geologic  structure  consists  of  a  series  of  northeast  trending 
folds  (approximately  N70#E)  which  plunge  gently  to  the  southwest*  The 
dip  of  the  limbs  of  the  folds  in  the  vicinity  of  the  PA-RC&D-105  Dam  is 
less  than  two  degrees ,  with  the  southeast  limb  steeper  than  the  northwest 
limb*  The  dam  is  located  on  the  axis  of  the  Wilmot  Anticline*  In 
general,  the  discontinuity  trends  are  northeast  and  northwest. 

The  stratigraphy  consists  of  glacial  till  which  will  range  in  thickness 
from  very  thin  to  approximately  200  feet*  The  glacial  till  is  underlain 
by  the  Devonian  Catskill  Formation,  which  is  approximately  1,800  feet 
thick  in  this  area.  The  Catskill  Formation  is  continental  in  origin, 
consisting  of  red  shale,  cross-bedded  red  and  green  sandstone  and 
siltstone*  The  shale  strata  tend  to  weather  rapidly  when  exposed* 
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GEOLOGIC  MAP  OF  PENNSYLVANIA  PREPARED 
BY  COMMONWEALTH  OF  PENNA,  DEPARTMENT  OF 
ENVIRONMENTAL  RESOURCES  ,  DATED  *  I960 
SCALE  1:250,000 
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Allegheny  Croup 

Cyclic  *egur»re*  of  an  ndetonr,  *halr,  lime - 
atone  awi  numrrou*  commercial 

coal*.  hmrafanr*  fhirkrn  wentwnrd;  I'Vin- 
part  lAwcatonr  in  lower  j mrt  of  nrt'tion; 
include*  Freeport,  Kittannmg,  and 
Clarion  Format  tang. 


Pottsville  Group 

prrtinm\nanil\i  nandntone*  and  conglomrr- 
ate*  u  nh  thin  *hale*  and  coal*.  *ome  coal* 
mineable  tocnlly 


ANTHRACITE  REGION 


Post*!*ottsville  Formations 

Brown  or  gray  eandelnnr*  and  *h tile*  with 
name  conglomerate  and  numrrou*  n n ar¬ 
able  coal*. 


Pottsville  Group 

f^ght  genu  to  white,  roarer  grained  wind* 
Hone*  and  conglomerah  *  with  *otne  mine¬ 
able  rani;  include*  Sharp  Mountain, 
Schuylkill,  and  Tumbling  Hun  Forma¬ 
tion* 


DEVONIAN 


MISSISSIPPI 


Maueh  (’hunk  Formation 

licet  *huh  *  trilh  hi  tai  n  tt»  grrt  m*h  gran 
fin  non  tto  ntl  atom  x,  ituhtdts  flirt  n  lain 
l A  mrntonc  t»  Fayette.  tVrafmorrfnntf,  and 
So  merer  t  eon  nt  t*  *.  hnyalhnnna  lAinrntone 
at  (he  bane  in  *oit fhv>c*trrn  lb  nneytvania 


Pocono  Group 

Perdu  tut  nun  tty  gray,  hard,  mnn*\vt  ,ero*»- 
htddeti  t  onitleimerale  and  nandeUnu  with 
*naii  *hale.  turf udi*  m  (hr  A  ptmltichian 
Hatcnu  tiurgaun,  She  non  go,  Cuyahoga, 
t'neerwngo,  Corry,  and  A‘*"no>  Forma¬ 
tion*.  include*  pnrl  of  "Omeayo"  of 
M.l*.  Fuller  in  Hotter  and  Tioga  countir*. 


Iz 


UPPER 


CENTRAL  AND  EASTERN  PENNSYLVANIA 


Oswayo  Formation 

Brmmieh  and  greeniah  gray,  fine  nnrf 
medium  grained  *and*tonr *  with  *o me 
ehalc*  anti  ncntlcrrd  rnlcarrom,  letter*; 
include *  red  ehalr*  which  become  more 
numrrou *  enelward.  Heiation  to  type 
Onwayn  not  proved. 


Catskill  Formation  I 

Chiefly  red  to  bmwnieh  abate*  and  eand-  * 
•tone*,  include*  pray  and  greeniah  *an>l-  1 
*tone  tongue*  named  Klk  Mountain,  > 
Hone*dalr,  Shohota,  end  Delaware  River 
tn  the  ea*t. 


Dm 


Marine  beds 

Gray  to  olive  brown  *halr*,  prnywackr*. 
and  contain*  " Chemung "  bed* 

and  "Portage"  bed*  including  Burket, 
ttrallirr,  Harrell,  find  Trimmer *  Hock; 
Tully  Limcntnne  at  bane. 


Susquehanna  Group 

Barbed  On*  i *  "Chemung-  Cat*kili'  con¬ 
tact  of  Second  Hennnylvnnxa  Survey 
County  report*,  barb *  on^'Chemung”  aid * 
of  /in*. 
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